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TECHNICAL DATA

 Model Max Power Volt rpm Working Width Vacuum Tank Weight

TORNADO 4 HP 1-phase 1500 or 1200 500mm (20”) 8 lt 69 Kg

TORNADO V.S. 4 HP 1-phase 700/1600 500mm (20”) 8 lt 75 Kg

TECHNICAL DATA

 Model Max Power Volt rpm Working Width Machine Size Weight

HURRIKANE 10 HP 3-phase 1600 710mm (28”) 1046x789x1658 110 Kg

HURRIKANE V.S. 10 HP 3-phase 1100-1600 710mm (28”) 1046x789x1658 120  Kg

TECHNICAL DATA

 Model Max Power Volt rpm Working Width Water Tank Weight

FUTURA 17 3 HP 1-phase 50-500 430mm (17”) 18 lt 43 Kg

FUTURA 18 3 HP 1-phase 50-500 450mm (18”) 18 lt 44 Kg

FUTURA 21 3 HP 1-phase 50-500 530mm (21”) 18 lt 45 Kg

DISCOLUX 20”
for HIGH-SPEED 

machines.

EMME 2000
To be used with a 

regular or high-speed 
rotary cleaning 

machine and a red 
nylon pad.

Hurrikane
High Speed Burnshing Machine

THE FIRST AND THE ONLY ONE 
IN THE WORLD! Powerful electric 

machine for polishing and buffing 

large areas. Advantages “compared 

with” propane buffing  machines: 

Easy to start. Plug in electric socket 

and work. No safety issues. In many 

countries the “propane machines” 

are not allowed to be used indoor. 

HURRIKANE can be used indoor our outdoor everywhere. No problem to work at any altitude 

unlike propane machines. Does not need ADR for transport. No need to transport propane for 

usage.

Tornado
High Speed Machine

HIGH SPEED MACHINE for buffing 

and polishing floors. Thanks to the 

“integrated vacuuming system” 

it cleans and polishes with high 

productivity. Fitted with a 4 HP motor 

it is the most powerful mono-phase 

high speed machine in the world.

Futura
Variable Speed 50-500 rpm

FUTURA is the first variable speed 

mono-rotary floor machine from 50 to 

500 rpm! Thanks to this technological 

innovation, it is now possible to 

perform an incredible range of tasks 

including scrubbing, polishing, 

honing, crystallization, vitrification, 

etc. Futura is the most noiseless 

scrubber machine.

710mm

10 HP

110/120 kg

3-phase

1600 rpm

from 1100
to 1600 rpm

500 mm

4 HP

69/75 kg

1-phase

1500/1200 rpm

from 700 to 
1600 rpm

430/450 
530 mm

3 HP

43/44/45  kg

1-phase

from 50
to 500 rpm


