Caratteristiche - Specifications

0 1"1/2 BSP
Press.Min.  -0.2 bar-3 psi
Press.Max. 6 bar 87 psi
Temp.Max.  60°C140°F

0 3/4"BSP

Valve out 1"BSP

Valve by-pass  1”BSP
SAE75W90  2.81t0.74U.S.G.

Basamento - Base

MVAZ388 mm / inch 1230x640 / 48.43"x25.20"
WEIGHTS (WA 65/143

copici MOTORE TRIFASE PRESSIONE PORTATA PESO GRUPPO COMPLETO
CODES THREE-PHASE MOTOR PRESSURE FLOW POWER UNIT WEIGHT

73.9103.97.3 73.9502.97.3 73.9203.97.3 (K2216.1 | 160L4POLI 15 295 | 1450 100 1450 63 16.6 270 594
73.9106.97.3 73.9500.97.3 73.9206.97.3 (K2216.1 | 180L4POLI 22 4.0 | 1450 150 2175 63 16.6 326 i
73.9104.97.3 73.9500.97.3 73.9204.97.3 (K2220.1 | 180M4POLI 185 35.0 | 1450 100 1450 80 211 312 686
73.9107.97.3 73.9501.97.3 73.9207.97.3 (K2220.1 | 200L4POLI 30 56.6 | 1450 150 2175 80 211 382 840.4
73.9105.97.3 73.9500.97.3 73.9205.97.3 | CKL2226.1 | 180L4 POLI 22 4.0 | 1450 100 1450 97 25.7 326 n7
73.9108.97.3 73.9501.97.3 73.9208.97.3 | CKL2226.1 | 200L4 POLI 30 56.6 | 1450 150 2175 97 25.7 382 840.4
73.9109.97.3 73.9501.97.3 73.9209.97.3 | CKL2233.1| 200L 4 POLI 30 56.6 | 1450 120 1740 126 332 382 840.4
73.9100.97.3 73.9501.97.3 73.9200.97.3 (K1224.1 | 200L6POLI 185 373 975 80 1160 97 25.7 37 816
73.9101.97.3 73.9501.97.3 73.9201.97.3 (K1229.1 | 200L 6 POLI 22 439 | 975 80 1160 124 32.7 380 836
73.9102.97.3 73.9501.97.3 73.9202.97.3 (K 1235.1 | 200L 6 POLI 22 439 | 975 70 1015 150 39.7 380 836
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