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ELETTROPOMPE
Pumps with electric motor - Pompes electriques - Electrobombas

1450 rpm MONOFASE - SINGLE PHASE - MONOPHASE - MONOFÀSICO

CODICE
CODE

MODELLO
MODEL

Press. Max / Max Pres. Portata / Flow Potenza / Power Peso / Weight

bar psi L/min GPM kW HP Kg LBS

04.7050.97.3     WBL 813 130 1900 8 2.1 1.8 2.5 24 52.8
04.7051.97.3     WBL 911 110 1600 9 2.3 1.8 2.5 24 52.8
04.7052.97.3     WBL 1010 100 1450 10 2.6 1.8 2.5 24 52.8
04.7053.97.3     WBL 1012 120 1750 10 2.6 2.2 3.0 27 59.4
04.7054.97.3     WBL 1109 90 1300 11 2.9 1.8 2.5 24 52.8
04.7055.97.3     WBL 1111 110 1600 11 2.9 2.2 3.0 27 59.4

1450 rpm TRIFASE - THREE PHASE - TRIPHASE - TRIFÀSICO

CODICE
CODE

MODELLO
MODEL

Press. Max / Max Pres. Portata / Flow Potenza / Power Peso / Weight

bar psi L/min GPM kW HP Kg LBS

04.7160.97.3 WBL 813 130 1900 8 2.1 1.8 2.5 24 52.8
04.7161.97.3 WBL 816 160 2300 8 2.1 2.2 3.0 27 59.4
04.7162.97.3 WBL 911 110 1600 9 2.3 1.8 2.5 24 52.8
04.7163.97.3 WBL 917 170 2400 9 2.3 3 4.0 29 63.8
04.7164.97.3 WBL 1010 100 1450 10 2.6 1.8 2.5 24 52.8
04.7165.97.3 WBL 1012 120 1750 10 2.6 2.2 3.0 27 59.4
04.7166.97.3 WBL 1016 160 2300 10 2.6 3 4.0 29 63.8
04.7167.97.3 WBL 1109 90 1300 11 2.9 1.8 2.5 24 52.8
04.7168.97.3 WBL 1111 110 1600 11 2.9 2.2 3.0 27 59.4
04.7169.97.3 WBL 1115 150 2200 11 2.9 3 4.0 29 63.8
04.7122.97.3 WML 1214 140 2000 12 3.1 3 4.0 30 66
07.6500.97.3 TML 1220 200 2900 12 3.1 4 5.5 40 88
04.7125.97.3 WML 1317 175 2500 13 3.4 4 5.5 39 85.8
07.6502.97.3 TML 1320 200 2900 13 3.4 5.5 7.5 50 110
04.7127.97.3 WML 1515 150 2200 15 3.9 4 5.5 39 85.8
07.6503.97.3 TML 1520 200 2900 15 3.9 5.5 7.5 50 110
07.6504.97.3 TML 1720 170 2400 17 4.5 5.5 7.5 50 110
07.6505.97.3 TML 1720 200 2900 17 4.5 7.5 10 60 132
07.6506.97.3 TML 2020 150 2200 20 5.3 5.5 7.5 50 110
07.6507.97.3 TML 2020 200 2900 20 5.3 7.5 10 60 132
06.6004.97.3 TTL 2120 200 2900 21 5.5 7.5 10 61 134.2
06.6005.97.3 TTL 2420 150 2200 24 6.3 7.5 10 61 134.2

2800 rpm TRIFASE - THREE PHASE - TRIPHASE - TRIFÀSICO

CODICE
CODE

MODELLO
MODEL

Press. Max / Max Pres. Portata / Flow Potenza / Power Peso / Weight

bar psi L/min GPM kW HP Kg LBS

04.7070.97.3 WBL 1114 F 140 2000 11 2.9 3.0 4.0 29 63.8
04.7071.97.3 WBL 1410 F 110 1600 14 3.7 3.0 4.0 29 63.8

2800 rpm MONOFASE - SINGLE PHASE - MONOPHASE - MONOFÀSICO

CODICE
CODE

MODELLO
MODEL

Press. Max / Max Pres. Portata / Flow Potenza / Power Peso / Weight

bar psi L/min GPM kW HP Dia. mm mm

04.7056.97.3    WBL 812-F 120 1750 8 2.1 1.8 2.5 24 52.8
04.7057.97.3    WBL 1010-F 100 1450 10 2.6 1.8 2.5 24 52.8
04.7058.97.3    WBL 1012-F 120 1750 10 2.6 2.2 3.0 27 59.4
04.7059.97.3    WBL 1110-F 100 1450 11 2.9 2.2 3.0 27 59.4

1450 RPM: motori elettrici 4 poli – 2800 RPM: motori elettrici 2 poli
1450 RPM: 4 poles, electric motors – 2800 RPM: 2 poles, electric motors
1450 TR/min: moteurs électriques 4 pôles – 2800 TR/min: moteurs électriques 2 pôles
1450 RPM: 4 polos, motores eléctricos – 2800 RPM: 2 polos, motores eléctricos




